Idaho Transportation Department

Percent of MADT At Continuous Count Vehicle Length Sites

Site ID: 001260 056.400 Scheme ID: 6
Location:  #067 1-86 1.7 Mi. W. of US-30 IC (Pocatello Arpt County: POWER
Axle Factor Group: 3 Growth Factor Group: 2
Seasonal Factor Group: 2 FHWA Functional Class: 1
1999 Traffic Year
LENGTH Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Avg
0>-6' 0.1 0.1 0.1 0.2 0.2 0.2 0.2 0.3 0.2 0.1 0.1 0.1 0.2
6>-23' 80.4 80.5 79.0 77.8 80.2 80.8 81.0 80.8 78.8 79.2 81.3 82.0 80.1
23>-40' 2.5 2.7 3.0 34 3.9 4.6 53 4.6 4.0 3.9 2.8 2.3 3.6
40>-70' 13.2 13.2 14.1 14.8 12.2 11.4 10.6 11.0 13.3 12.8 11.6 11.6 12.5
70>-120" 3.9 3.6 3.7 4.0 3.5 3.0 2.9 33 3.8 4.0 4.2 3.9 3.6
MADT 9,985 | 10,530 | 11,980 | 12,272 | 12,769 | 13,876 | 13,946 | 14,053 | 13,103 | 12,461 | 11,892 | 10,691
UNCLS (1)

Note 1: For unclassified lengths, the percentage is based on all vehicles counted.
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